PVC PIPE UNION

1—=1/2” PVC ELBOW (TYP)

GALVANIZED PIPE STRAPS (TYP)
SPACE AS REQUIRED

1-1/2" PVC COMBO

1-1/2" PVC SCHD. 40
DRAIN FROM ACCESS DOOR

(IN HARD SURFACE AREAS)

MORTAR SEAL

OUTLET TO LOCATION
PER PLAN

CHECK /BALL/UNION VALVE

#30—0100

1-1/2" PVC SCHD. 40
DISCHARGE PIPE (TYP)

TO GFI RECEPTACLE

SEE NOTES 2 & 3

SECURE POWER CORD TO
DISCHARGE PIPE WITH

NYLON CABLE TIES (TYP)

ELECTRIC SUMP PUMP
RESTS ON SUMP
FLOOR

/

/J

VAULT DEPTH MINUS 127

— PIPE SUPPORTS (TYP)
SPACE AS REQUIRED

NOTES:

12" DIAMETER X 3" DEEP SUMP.

FOR SUMP LOCATION SEE WMV-3B AND
WMV-3C.

ADJUST PIPING AND PIPE STRAP
LOCATIONS AS REQUIRED.

1. SUMP PUMP — EBARA EPD—-3AS1, HONDA WSP33K1AA, OR APPROVED EQUAL
2. MOUNT GFlI RECEPTACLE 6" BELOW CEILING OF VAULT UNLESS LOCATED
OTHERWISE BY NATIONAL AND/OR LOCAL ELECTRIC CODES. (GFlI RECEPTACLE

NOT SHOWN).

3. GFI RECEPTACLE SHALL BE LOCATED SO THE SUMP PUMP ELECTRICAL CORD
WILL PLUG DIRECTLY INTO IT.

3

OREGON

FOREST
GROVE

STD. DRG. NO
ENGINEERING
SUMP PUMP DEPARTMENT 417
1924 COUNCIL STREET SCALE
INSTALLATION F.0. BOX 325
FOREST GROVE, OR 97116 NONE
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